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 Magnet adjustment range max. 1388 

 1612 

 75  450  75 

Magnet adjustment
range min. 338

2-strand chain WLL 2,5t, Quality class 10, Length 1000mm
with hook and eyelet (not included in delivery).
Optional: Flaig Part Number: 9110400001-1

2x FX-600

Green-Dot
NFC-Tag with magnet
related information

 S
 

 L  2 x L  L 

Get as close as possible:

Workpiece
MagnetMagnet

FX-LT1000 Air gap <0,2mm Air gap 0,2-0,3mm Air gap 0,3-0,6mm
Material 

Thickness S 
(mm)

Max. 
Load 
(kg)

Max.        
L 

(mm)

Max.               
W

(mm)

Max. 
Load 
(kg)

Max.           
L 

(mm)

Max.               
W

(mm)

Max. 
Load 
(kg)

Max.        
L 

(mm)

Max.               
W

(mm)
>=4 180 3000 1500 155 3000 1500 130 3000 1500
>=6 250 3000 1500 215 3000 1500 182 3000 1500
>=8 300 4000 1500 260 4000 1500 220 4000 1500

>=10 500 4500 1500 430 4500 1500 365 4500 1500
>=15 820 4500 1500 705 4500 1500 600 4500 1500
>=20 1000 5000 1500 860 5000 1500 730 5000 1500

Do not exceed any size or load ! FreigegebenStatus:
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 Magnet adjustment range max. 1260 

 1740 

Magnet adjustment
range min. 210

 450  75  75 

2-strand chain WLL 2,5t, Quality class 10, Length 1000mm
with hook and eyelet (not included in delivery).
Optional: Flaig Part Number: 9110400001-1

2x FX-600

Green-Dot
NFC-Tag with magnet
related information

2x Rotating Device
Position B

 L  2 x L  L 

Get as close as possible:

Workpiece
MagnetMagnet

Position A

FX-LT1000
Rotating Device Air gap <0,2mm Air gap 0,2-0,3mm Air gap 0,3-0,6mm Pos.

Workpiece geometry
Max. 
Load 
(kg)

Max.        
L 

(mm)

Max.               
W

(mm)

Max. 
Load 
(kg)

Max.           
L 

(mm)

Max.               
W

(mm)

Max. 
Load 
(kg)

Max.        
L 

(mm)

Max.               
W

(mm)
Ø80-400mm/t min. 20mm 500 6000 - 400 6000 - 300 6000 - B

HEA/HEB/IPE from 100 750 6000 - 600 6000 - 500 6000 - A/B
metal strip from 6mm 200 4000 600 200 4000 600 150 4000 600 A/B

metal strip from 10mm 480 5000 600 400 5000 600 300 5000 600 A/B
metal strip from 15mm 800 6000 600 700 6000 600 500 5000 600 A/B
metal strip from 20mm 1000 6000 600 500 6000 600 600 6000 600 A/B

Do not exceed any size or load !
Use Position A whenever possible by width of workpiece ! FreigegebenStatus:
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FX-LT 1000 Rotating Device
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