2-strand chain WLL 2,5f, Quality class 10, Length 1000mm
with hook and eyelet (not included in delivery).
/ \ Optional: Flaig Part Number: 9110400001-1
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Get as close as possible: related information
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Workpiece i N
| ||
! |
L B 2xL N L

2x FX-VVL400

FX-LT750 Air gap <0,2mm Air gap 0,2-0,3mm Air gap 0,3-0,6mm
Material | Max. | Max. | Max. | Max. | Max. | Max. | Max. | Max. | Max. | e e cormarg " | 3,0/ (98] ocrence dmate_ria“ _ weight: 44.00
ThicknessS 1 Lo | ) | ot | 0o | i | (et | oot | | ey | Atarsssimtmigpso e % L T 0024208
>=4 180 | 3000 | 1500 | 140 | 3000 | 1500 | 100 | 3000 | 1500 . date __name |desaripton: EX.LT 750
>=6 260 | 3500 | 1500 | 210 | 3000 | 1500 | 143 | 3000 | 1500
>=8 490 | 4000 | 1500 | 400 | 4000 | 1500 | 270 | 4000 | 1500 appr. [03062024] TW
>=10 610 | 4500 | 1500 | 490 | 4500 | 1500 | 335 | 4500 | 1500 FILAIG =~ sheel
>=15 | 750 | 5000 | 1500 | 600 | 4500 | 1500 | 385 | 4500 | 1500 Magnetsysteme 11040750 —
Do not exceed any size or load ! rev. | change date |name www.flaig-te.de scale: 17 [Status: Freigegeben
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2-strand chain WLL 2,5t, Quality class 10, Length 1000mm

/ 1600 \ with hook and eyelet (not included in delivery).
— - ional: Flaig Part Number: -
/ \ Optional: Flaig Part Number: 9110400001-1
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Magnef adjustment
240 range min. 210

Magnet adjustment range max. 1260
(1740 )

Position A
Get as close as possible:
Magnet Magnet

Workpiece i
\ |

L B 2xL

2x Rotating Device

iR

2x FX-VVL400
FX-L1750 Air gap <0,2mm Air gap 0,2-0,3mm Air gap 0,3-0,6mm |Pos Green-Dof
Rotating Device gap <V, gap V.2, gap B.oL ' NFC-Tag with magnet
Max. | Max. |Max.| Max. | Max. | Max. | Max. | Max. | Max. relafed informafion
Workpiece geometry | Load L W | Load L W Load L W
(kg) | (mm) [(mm)| (kg) | (mm) | (mm) | (kg) | (mm) | (mm)
@25-60mm 200 | 6000 - 200 | 6000 - 200 | 6000 - B Schutzvermerk nach DIN 1S0 16016 beschien! 39 -0,05 | tolerance | material: weight:  47.00
90° inside min. 50x50 300 6000 - 250 6000 - 200 6000 - B All rights reserved according to DIN ISO 16016! %H;oz ISO drawing no.; 0024297
Reprint with our permission only!
90° outside min. 50x50| 400 | 6000 | - | 320 | 6000 | - | 200 | 6000 | - | B | i ' - r1esM S—
HEA/HEB/IPE from 80 | 600 | 6000 | - | 500 | 6000 | - | 400 | 6000 | - |A/B a0 s s e FX-LT 750 Rotating Device
metal strip from émm | 260 | 4000 | 600 | 210 | 4000 | 600 140 | 4000 | 600 |A/B
metal strip from 10mm| 610 | 5000 | 600 | 490 | 5000 | 600 | 330 | 5000 | 600 |A/B 2ppr _Dospanl W
metal strip from 15mm| 600 | 6000 | 600 | 500 | 6000 | 600 400 | 5000 | 600 |A/B ~i part no.: sheet
. el 171
Do not exceed any size or load ! Magnetsysteme 11040751 3
Use Position A whenever possible by width of workpiece ! rev. | change date | name www.flaig-te.de scale. 1.7 [Status: Freigegeben
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