STANDARD:
2m cable

with 16A CEE plug

OPTIONAL:

Spiral cable 0,5-2m
Art.nr.: 10135326
OPTIONAL:

Spiral cable 1-5m
Art.nr.: 10135325

OPTIONAL:
Lifting eye sensor
Art.nr.: G1060HS1-1

OPTIONAL:

Antenna with

radio remote control
Art.nr.: G1060F1
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Specification FXE-L 600-50+
Nominative Force: 22,8kN Lifting capacity EN 13155/WLL
Materialthickness >20mm (100%) (c) WLL= 600kg 100 100 g n
3,5 kVA 16A (gG/D-curve) BT ™~ o e @@
. - & 50 £ 50 Load class S8 = >2,000,000 load cycles.
U: 380-480V / 50-60Hz Protection Class IP 65 225 \\ 3 .. Classification into load classes
R: 7,8Q Protectiv Earth SK | = according fo EN 13001 is mandatory
3 X 20 15 10 6 & 4 o o2 o4 os os 1 |foralliffing magnetsthat are used
Max. Load capacity at sheets and 4-edge pipes Material thickness (mm} Air gap (mm) for more than 16,000 load cycles.
T material thickness * Lmax (mm) Wmax (mm) WiII (kg) Schutzvermerk nach DIN |sg1eo1_g b%e'!chten! 39 -0,05 | tolerance | material: weight:  31.00 kg
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* Max. Workpiece length for self rigid beams, profiles and tubes= 4500mm rev. | change date  [name www.flaig-te.de scale: 14 [Status: Freigegeben
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