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2m cable,
optional Spiral cable 1-5m

Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag
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Specification FXE 1600-50 S s N
ha
Nominative Force: 68,4kN liffing capacity EN 13155/WLL < * \\ 3 > \\
Materialthickness >15mm (100%) WLL= 1600kg g ® T B ®
20 15 10 8 6 4 0 0,2 04 0,6 08 1
U: 380-480V Pulse Protection Class IP 65 Materal thickness (mm) Ar gap (mm)
Protectiv Earth SK | ﬁ%ﬁﬁ‘éﬁ%ﬁ“ﬁ&?%?t‘i'}nﬁ’é'?g'rsc?eQS%SU%Z?M"! 32/ % tm:znce E:::E:no_; weignt: 7Kg
Max. Load capacity at sheets and 4-edge pipes Reprntwih o pormsson oy 7168 M 0017537
T material thickness Lmax (mm) Wmax (mm) Wil (kg) S 23?‘;?2023 o description: EXE 1600-50
>=
4mm 3000 1500 300 oo Teo 0o T
>=6mm 3000 1500 500
>=8mm 3000 1500 800 FLAIG = sheet
>=10mm 3000 1500 1400 Magnetsysteme 10601601 L
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